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Stock No. 5555: 6" x 18" Norton Type S-3 hydraulic surface grinder S/N H-6501
Specifications & Accessories:
  1. 7-1/2" crossfeed travel x 19-7/8" longitudinal travel x 16" vertical travel

      a) 15" work height under 8" wheel to top of  table

  2. Table movement:

      a) Manual or 0 to 150 fpm

      b) Manual or 0 to .100" per reversal of table direction

  3. Vertical hand wheel graduations in .0005 increments (.0001 with vernier)

  4. 1.5 HP spindle motor, 3450 rpm, 208-220/440 volt, 3 phase

  5. Automatic lubrication system

  6. Hydraulic system in cast iron base

  7. Separate coolant system.

  8. Recommended grinding wheel size: 8" x 3/4" x 1-1/4" I. D.

  9. 6" x 18" permanent magnetic chuck to be specified

10. Machine weight: 2,500 to 3,000 lbs. ?

Rebuilt To New Specifications:
11. The machine will be completely disassembled. All external castings will be sandblasted

      to bare metal and sprayed with pure polyester resin filler. The parts will then be sanded,

      filled with polyester glazing compound, sanded again, primed, sanded with 400 grit paper

      and painted to a high gloss factory finish with epoxy paint. Sheet metal parts will be pre-

      pared in a similar fashion. Any parts that cannot be finished to new appearance will be

      fabricated.

12. All ways will be ground and/or hand scraped to better than new tolerances.

13. The crossfeed and vertical feed screws will be reworked or manufactured and new nuts

      will be made to fit.

14. The spindle will be rebuilt. All motors and coolant pump will be rebuilt.

15. Bijur metering units will be replaced and all oil galleys and lines will be thoroughly

      cleaned.

16. Hydraulic cylinders, valves, the master spool valve, and pump will be disassembled and

      re-conditioned. Parts will be replaced or re-manufactured if required.  All hydraulic

      packings, seals and "O"-rings will be replaced. New oil and filter will be provided. 

Guarantee:
     The machine will hold .0001 over the entire face of the magnetic chuck and be guaranteed

one year from the day of delivery. Spindle bearings and electrical systems are guaranteed only

60 days due to factors which are often beyond our control.

Price: $16,500.00 

