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Stock No. 5815:   20/27" x 60" Victor lathe S/N 780633 

Specifications:
   1. Spindle hole size:    2-1/16" Spindle type:   D1-6   Spindle taper: 
 

   2. Spindle speeds & number:  30 to 1800 rpm (16)  Mechanical brake:      yes


   3. Threads and number: English:  4 to 56 TPI (32)  Metric:  .25 to 6 metric (25)
 

   4. Carriage feeds in inches per revolution and number: 





   5. Swing in gap: 
27"

 Swing over cross slide: 
11"



   6. Bed width:      14.25"

 Saddle width:          19.5"



   7. Tailstock diameter:       2.5"
 Tailstock taper:      4 MT


   8. Main motor: HP 
10
 Rpm 

 Voltage: 
220

 Amps: 
 

   9. Coolant: HP       1/8
 Rpm 

 Voltage:           220

 Amps: 


 10. Weight:   5,200 w/tooling


Accessories:

11. Chucks: 12" 3-jaw & 14-jaw chucks

12. Collet chucks: Jacobs Rubberflex collet chuck w/11 collets

13. Taper attachment:           no
 Steady rest: 
no     Follower rest:  no .

14. Face plate:     no
 Drive plate: 
no         Thread dial:      yes
 Mic. stop:       no


15. Tool post: American:    no
 Square indexing   no
 Aloris-type: 
yes


16. Drill chuck:     no
 Live center:     no
 Dead center:      no
 Spindle sleeve:    no


17. Digital readout:   Anilam 2-axis MiniWizard

Rebuilt:
18. Machine disassembled into major components.

19. Headstock, gearbox and apron will be thoroughly cleaned and inspected. Any bearings,

      seals, or other parts will be replaced if required.

20. Bed and saddle ways will be re-ground to better than new tolerances and mating parts

      hand scraped to new bearing quality.

21. Crossfeed screw will be re-cut and a new nut made.

22. Tailstock scraped back to new tolerances and shimmed to height.

23. Machine will be re-assembled with new drive belts and tested.

24. Machine will be spray painted to factory finish with epoxy paint.

Guarantee:
     The machine will be guaranteed to hold better than new tolerances which means it will hold .0004

in four inches on a chucked piece and .0001 per foot of length turned between centers. All mechanical

work is guaranteed 60 days. Picture is before rebuild. Replace cost approximately $25,000.00!

Price:  $14,500.00
