[image: image1.jpg]


MAIL:  HARRY@GALLERYOFMACHINES.COM     

WEB SITE: WWW.GALLERYOFMACHINES.COM
NEW  &  USED  MACHINERY

MACHINE  TOOL  REBUILDING




                     





     Gallery of Machines


HARRY  HARTMAN



 
              



                 20  FRONT  STREET 
GLENDA  HARTMAN


     
  

                                                                              P.O.BOX  460      
                      DEREK  HARTMAN


      

  
                                                                                   MARATHON, NY 13803
                         TEL: 607-849-6028


FAX: 607-849-6000
      Web Site: http://www.galleryofmachines.com
Quoted To: 







  

 Date:   

 

Individual:  








              Tel: 


                                             

Company:






    
           

  Ext: 




Address:









  Fax:




City, State:









  Zip: 


  

Stock No. 6620:
14" x  24" Landis 2R universal hydraulic cylindrical grinder S/N 790-57 (Late 1960’s ?)
Specifications and Accessories:
  1. 14-31/32” swing  x  24" between centers

  2. Swivel table graduations:

      a) 20 degrees included angle

      b) 4-1/2 inches per foot

  3. Grinding wheelhead:

      a) 14" x 1.5" x 5" I. D.

      b) Swivel range:

            i- lower swivel: 60 degrees CW & 30 degrees CCW

      c) Grinding wheel speed:  1720 – 2185  rpm

  4. Internal grinding spindle:

      a) 18,000 rpm

  5. Table:

      a) Table traverse rates: infinite

      b) Range of table traverse rates in inches per minute: 2" to 240"

      c) Table tarry adjustment: left & right

      d) Hand table traverse: 

          i- rapid: 1.000" per revolution of handwheel

         ii- slow: .100" per revolution of handwheel

      e) 3 follower rests

f) 1 steady rest

g) dresser fixture

  6. Headstock & footstock:

      a) Headstock: No.10 Jarno

          i- live spindle

      b) Footstock: No. 6 Jarno taper  

      c) Spindle speeds: 30 to 600 rpm infinitely variable

      d) Spindle nose taper: 5A-2 with 1" hole

      e) Headstock swivel: 

          i- 120 degrees

      f) 6" 4-jaw chuck, 10" face plate

      g) Hardinge 5-C handwheel collet chuck

  7. Infeed adjustments:

      a) Diameter reduction per revolution of infeed handwheel: .100

      b) Minimum infeed increment: .0001

      c) Maximum infeed travel: 14”

  8. Lubrication system:

      a) Independent system each for grinding head and ways.

  9. Electrical:

      a) Grinding wheelhead: 3 HP, 1725 rpm, 220/440 volts, 5.8/2.9 amps, 3 phase

      b) I.D. motor: 1 HP, 3500 rpm, 208-220/440 volts, 2.8/1.4 amps, 3 phase

      c) Headstock: 1/3 HP, 115 volts, DC; 1/3 kw DEC generator

      d) Hydraulic pump: 2 HP, 1735 rpm, 220/440 volts, 5.8/2.9 amps, 3 phase

      e) Coolant pump: 1/8 HP, 1725 rpm, 110 volts, 1 phase  

10. Weight: 6700 lbs.

Condition:

     Picture is of the machine as taken from operation. The machine will be partially disassembled

into its major components and the ways scraped once in each direction to improve bearing quality.

Crescents will be put on the way surfaces. All oil galleys and lines will be cleaned out and Bijur 

metering units will be replaced. We will thoroughly clean the machine of all grime and any rust. 

The grinder will be tested under power for proper operation before shipment. A 24” test bar will

be ground between centers which we anticipate will hold .0003 or better.

Guarantee:

      The machine will be guaranteed 60 days. Routine maintenance is the responsibility of the purchaser.

Price: $9,500.00
Add $7,000.00 for factory quality paint job.

Machine can be rebuilt to tolerances or re-manufactured. See our web site listed above.

Rebuilt to new tolerances and painted to new appearance: $45,000.00
