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Quoted To: 



 

  Date:    
           .

Individual: 





     Tel:  



Company: 





     Ext: 



Address: 





    Fax:  



City, State: 



     E-Mail: 





Stock No. 6654: 5" x 12" Myford MG12-ME ? hydraulic cylindrical grinder S/N HPT 149891
Specifications:
  1. Maximum grinding diameter:





    3”

  2. Swing over table:






    5”

  3. Maximum table travel:





13-1/2”

  4. Capacity between centers:





   12”

  5. Table swivels left & right:




        7 degrees

  6. Table travel per rev. of handwheel:



     0.7 to 2.04in.

  7. Coolant capacity:






11 gal.

  8. Coolant pump motor:




          1/70 HP

  9. Net weight:





         1610 lbs.

10. Wheelhead:

      a) total travel by feedscrew:





    3”

      b) wheelfeed graduations (in-feed):




.0001

      c) fine feed to a dead stop(in-feed):



        .000025 in.

      d) wheel speeds:





   1830 & 1988 rpm

      e) grinding wheel (recessed):




12” x 1-1/2” x 5” I.D.

      f) wheelhead motor:





3 HP

11. Workhead:

      a) workspeeds, stepless variable:




  100 to 900 rpm

      b) capacity through standard drawtube:




 ¾”

      c) maximum collet capacity:




             ¾”

      d) workhead motor:




          ¼” HP

12. Hydraulics:

      a) hydraulic table traverse:




 0 to 180 in./min.

      b) minimum stroke at maximum table travel:



         0.35 in.

      c) dwell:





        0.8 secs.

      d) normal operating pressure:




        200 psi

      e) maximum operating pressure:




        230 psi

      f) tank capacity:





    6-1/2 gallons

      g) pump motor:





         ½ HP

13. Dimensions: (approx.)




40” x 48” x 50” high





Rebuilt:
14. The machine will be disassembled into its major components and the ways will be precision ground to

      new tolerances and the corresponding part will be hand scraped to mate. The top of the swivel table will

      be re-ground. The in feed screw will be re-cut and a new nut made to fit. The motorized workhead and

      footstock will be rebuilt and hand scraped to equal heights with the footstock being .001 higher accord-

      ing to specifications. All parts will be thoroughly cleaned of dirt and rust, oil lines and galleys will be

      blown out, and any Bijur metering units will be replaced. The machine will then be re-assembled utiliz-

      ing new oil seals and packings throughout and replacing other parts if required.

15. The machine will be painted with Sherwin-Williams epoxy paint equal to new appearance.

16. Oil and filters will be replaced with new.

17. The grinder will be tested for proper operation and guaranteed to hold .0001 or better in 12" and will

      repeat consistently on production parts.

18. A detailed operation sheet can be supplied upon request listing exact tolerances.

Guarantee:
     The machine will hold new tolerances and be guaranteed one year. Spindle bearings and the electrical

system are guaranteed only 60 days due to factors which are typically beyond our control. 

Price:  $35,000.00 
Go to www.galleryofmachines.com and click on “Site Directory” for examples of 



our workmanship.  This machine cost over $100,000.00 new!
