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Stock No. 6671:  6” x 18” Brown & Sharpe Micromaster II surface grinder – S/N 523-6182-6773

Specifications:

1. Table travel: 22”

2. Cross travel: 7”

3. Vertical travel: 12”

4. Distance under wheel to top of magnet: 10.7” with 12” wheel; 12.7” with 8” wheel (13 below)

5. Axis control: X & Y-axis are hydraulic and Z-axis is hand 

6. Power feed increments: X-axis is 5 to 100 ft./min & the Y-axis is .01 to .25 ft./min. variable

7. Z-axis increment by hand: .0001

8. Magnetic chuck size: 6” x 18”  

9. Magnetic chuck spacing: to be determined

10. Hub size: 3”

11. Wheel size: 12”

12. Electrical:

a) Spindle motor: 2 HP, 230/460 volts, 5.6/2.8 amp, 1700 rpm, 3 phase

b) Hydraulic motor: 1 HP, 230/460 volt, 3.4/1.7 amp, 1725 rpm, 3 phase

c) Coolant motor: 1/8 HP, 208-220.440 volt, .6-.6/.3 amp, 3450 rpm, 3 phase
13. We can replace the spindle with a 3450 rpm unit with 1-1/4” hub for 8” diameter wheel.

Accessories:

14. Power feed in the X & Y directions

15. Coolant

Re-manufactured:

16. Machine will be 100% disassembled, sandblasted and/or glass beaded to bare metal. Parts

will be primed with a two part epoxy paint, castings filled with glazing, repeatedly sanded

with finer grits of sandpaper, primed and finish painted with epoxy paint to a high gloss

finish.

17. All bearings, seals and packings will be replaced. Any other parts showing appreciable wear

will be replaced. New stainless steel way covers will be fabricated. Motors will be rebuilt.

18. All ways will be reground to .0001 per foot or better and mating parts hand scraped to mate.

19. The machine will be re-assembled, the table and chuck ground in. It will then be tested to

meet new machine tolerances according to Schlesinger specifications. Five blocks will be

ground and they will all be within .0001 or better (typically within .00005).

Guarantee:


The machine is guaranteed one year. Electrics and spindle bearings guaranteed 60 days only

due to factors that are often beyond our control.

Price: $24,500.00

Picture is of similar machine. This one has no overhead dresser.




Delivery: 90 days
