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Stock No. 7190: Hardinge HLV-H Precision Tool Room Lathe – S/N HLV-H-3056

Specifications:

1. Swing over bed: 11”

2. Distance between centers: 20” 

3. Swing over cross slide: 7”

4. Spindle hole diameter: 1-3/8”

5. Spindle nose type: Hardinge

6. Tailstock taper: #2 Morse

7. Spindle RPM: 125 – 3000 infinitely variable

8. Threads per inch: 11 – 108 (27)

9. Feed per revolutions: electronically variable

10. Thread dial: English

11. Motor: 1.5 HP, 230 volts, 3 Phase

12. Coolant

13. Weight: 1700 lbs.

Accessories:

14. 5-C collet closure and  30 collets

15. Chucks: 5” Buck Adjust True 3-jaw chuck, 4-jaw chuck

16. New Phase II Quick Change Tool Post Set.

Condition:


The machine will be 100% disassembled, painted to new appearance with a two part epoxy

paint, all ways re-ground to new tolerances with mating parts hand scraped to proper bearing quality.

Any parts showing appreciable wear will be replaced, all bearings will be new, crossfeed and com-

pound screws and nuts will be replaced. The machine will be re-assembled and tested to meet new 

specifications. A piece of steel in the collet will turn straight within .0001 in 4” or better. Go to

www.galleryofmachines.com and click on “Site Directory” and then on “Pictures Of Lathe Rebuilds”

for examples of our workmanship. We can provide a more detailed list of everything that is being

done in the rebuilding process.  Picture is “Before Rebuild.”

Guarantee:


Guaranteed for one year with the exception of spindle bearings and electrical controls

which are often beyond our control due to operator crashes or maintenance personnel errors.

Price:  $24,500.00 
or  $7,500.00 “As Is!”, but tested under power to operate properly

